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No.| Description | Date | App.
BID SET 8/26/08
/1\ | ADDENDUM #1  |d/I1/O0®
GENERAL NOTES ELECTRICAL SYMBOL LEGEND SYMBOLS - SECURITY FIRE PROTECTION SYMBOLS £\ pOREI S350
THE DRANINGS ARE DIAGRAMMATIC AND INDICATE THE GENERAL ARRANGEMENT OF THE o e B O o o FIRE ALARM

. LONER CASE LETTER BESIDE SYMBOL INDICATES SWITCHING. CCTV CAMERA WITH
ELECTRICAL EGUIPMENT. EXAMINE THE ARCHITECTURAL, STRUCTURAL, MECHANICAL AND [ < CCTV CAMERA PTZ AL T/Z00M CONTROL (= CONTROL PANEL — REMOTE ANNUNCIATOR
PLUMBING DRANINGS AND SPECIFICATIONS AND BECOME FAMILIAR NITH AND COORDINATE O e) FLUORESCENT LIGHT FIXTURES
WITH ALL CONDITIONS AFFECTING ELECTRICAL WORK. - o™ MONTOR 54 mwwuﬂﬂ_.m%zww @m ] %mﬂwmmmmnma - mmmo ®c DUCcT wﬂw_Mm

2. THE DRANINGS INDICATE THE GENERAL ARRANGEMENT OF CIRCUITS AND OUTLETS, O DOMN LIGHT FIXTURE SUPER
LOCATIONS OF SWITCHES, PANEL BOARDS, CONDUIT AND OTHER WORK. ALL ITEMS NOT FIRE/SMOKE S SMOKE DAMPER
SPECIFICALLY NOTED, BUT NECESSARY TO A COMPLETE WORKING INSTALLATION SHALL BE O WALL WASH LIGHT FIXTURE o] PANIC BUTTON @ 6LASS BREAK C@— CONNECTION
INCLUDED AT NO EXTRA COST DAMPER CONNECTION

3. ALL NORK SHALL BE SUBJECT TO THE APPROVAL OF THE BUILDING ONNER, OR THE OWNER, o1 QWAL MOUNTED LIGHT RR REMOTE RELEASE ES ELECTRIC STRIKE [F] MANUAL PULL STATION ® HEAT DETECTOR
OR THEIR AUTHORIZED REPRESENTATIVES. ALL ELECTRIC SERVICE AND EQUIPMENT SHALL
MEET NORTHERN VIRGINIA ELECTRIC COOPERATIVE DISTRIBUTION AGREEMENT STANDARDS H_ LINEAR FLUORESCENT WALL WASHER
AND INSTALLATION METHODOLOGIES. CR CARD READER S m@%ummwouwm%m_o J—M oozw__.znmv_mm_uﬁrﬁg@? [ ALARM BELL

llo ¢D

4,  COORDINATE ELECTRICAL EQUIPMENT LOCATION AND INSTALLATION WITH EQUIPMENT BEING —o— FLUORESCENT TASK LIGHTING, MOUNTED UNDER CABINET DUAL TECH

- R EMERGENCY BATTER @ KP KEYPAD - COMBINATION AUDIBLEAISUAL % WATER FLOW SWITCH
A MOTION SENSOR (<

5.  CONTRACTOR SHALL COORDINATE AND ADWUST RECEPTACLES AND/OR CIRCUITS WITH WALL MOUNTED CY BATTERY PACK INIT 15 0D ALARM SIGNALLING UNIT
ACTUAL EQUIPMENT PURCHASED WHEN APPROVED EQUIPMENT DIFFERS FROM ORIGINAL
CONTRACT DRANINGS. S} CEILING MOUNTED SINGLE FACE EXIT SIGN. SHADED AREA DENOTES ED ELECTRIC DEADBOLT RX REQUEST-TO-EXIT 4 STROBE [ K HORN/SPEAKER

6. GANG ALL MULTIPLE SIITCHES UNDER ONE COMMON COVERPLATE. PROVIDE MULTI-GANGED LISHTED FACE. PROVIDE ARROIS IF/AS INDICATED ON FLAN. 15 €D
QUTLET BOX OF ADEQUATE SIZE. =Y CEILING MOUNTED DOVBLE FACE EXIT SI6N. SHADED AREA DENOTES EX EXIT BUTTON S SPEAKER ®— FIRE DAMPER

7. ALL OUTLETS AND DEVICES TO BE FLUSH MOUNTED, UON. LIGHTED FACE. PROVIDE ARROWS IF/AS INDICATED ON PLAN. @ VALVE TAMPER SWITCH

Drawn:

8. AT ALL JUNCTION BOXES FOR EXTENSION OF BRANCH CIRCUITRY TO PREAIRED SYSTEMS o6 ‘SHADING" INDICATES EMERGENCY LIGHT FIXTURE ON EMERGENCY TP/FPP

M_%ﬂmj%__mwzﬂ_m ELECTRICAL CONTRACTOR SHALL MAKE THE FINAL HARDAIRED LIGHTING CIRCUIT OR WITH EMERGENCY BATTERY PACK. Checked: PK
Approved:

4.  THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE ROUTING OF 20A, | POLE, 120/2T1V LIGHT OCCUPANCY SENSOR WALL SWITCH, pp PK/DK
ALL CONDUIT FOR DATA AND TELEPHONE INDICATED ON THESE DRANINGS AND FOR WATTSTOPFER DN-I00 OR EQUAL. VOICE / DATA SYMBOLS - AUDIO/NISUAL Issued: 8/26/2008
INSTALLING SAID CONDUIT IN ACCORDANCE NITH ALL APPLICABLE SPECIFICATIONS AND
NOTES. NO CONDUIT RUN SHALL HAVE MORE THAN 180 TOTAL DEGREES OF BEND. WHERE OCCUPANCY SENSOR CEILING MOUNTED WATTSTOPPER WT-2250
DD R B I e e B O e D CONTRACTOR SHALL PROVIDE ALL CABLING IN COMPLIANCE WITH THE LOUDOUN COUNTY
PLULL BOXES SHALL BE SI7ED AS REGUIRED BY THE NEG. AND SHALL BE LOGATED 50 AS CABLING STANDARDS. TERMINATE CABLES AT WALL OUTLETS AND IN THE IT CLOSET. PROVIDE V CABLE TV OUTLET, NALL MOUNT.

TO BE FULLY ACCESSIBLE THROUGH THE FINISHED CEILING. OCCUPANCY SENSOR CEILING MOUNTED WATTSTOPPER WT-I1I00 OR EQUAL MM%WNW.—“M ON)WWWNU_.._N%A._WIL‘J._.H. Q..ONW_._MOW .Q.,.WME CONNECTIONS TO COUNTY FURNISHED
0. A NYLON PULL CORD SHALL BE INSTALLED IN ALL CONDUITS IN AHICH CONDUCTORS ARE NOT TELEPHONE OUTLET WITH ONE CAT-6 CABLE BACK TO IT CLOSET. PROVIDE 3/4"
INSTALLED. A 12 INCH LENGTH OF THE FISH CORD SHALL EXTEND OUT OF EACH END OF THE MM;WM:MWO_A MOUNT INSIDE CEILING SPACE WATTSTOPFER B2-100 v EC AND PULL WIRE IN INSULATED WALLS STUBBED UP TO CEILING. IN ALL OTHER @._ AN JUNCTION BOX
CONDUIT. WALLS PROVIDE PULL STRING ONLY. Y

.  COMPLY WNITH THE REQUIREMENTS OF THE AMERICANS WITH DISABILITIES ACT (ADA). NEN 20A, | POLE, 120/2T1V LIGHT SIITCH. LOWNER CASE LETTER INDICATES v TNO DATA OUTLETS WITH TRO CAT-6 CABLES BACK TO IT CLOSET. PROVIDE
FIRE ALARM SYSTEM FLASHING LIGHTS/STROBE LIGHTS SHALL BE ADA COMPLIANT IN TYPE, b SAITCHING. wﬁ_._mmo >zommc_u__.~_.oa__mw ﬁc__.v__.mm_.ﬂm_ﬂmmo %r_w_.m STUBBED UP TO CEILING. IN ALL @_ SPEAKER MOUNT C
COLOR, FLASH RATE, LIGHT INTENSITY AND MOUNTING/INSTALLATION. NEN FLASHING/STROBE WALL : , NALL
LIGHTS SHALL BE INSTALLED IN AREAS SHOAN ON THE DRANING(S). FLASH RATE OF ALL . OR fuL KEY SWITCH TO CONTROL ACCESS TO CIRCUIT SWITCH v COMBINATION TELEPHONE/DATA OUTLET WITH THO CAT-6 CABLES BACK TO IT N
STROBES WITHIN BUILDING/SPACE SHALL BE SYNCHRONIZED. THE CONTRACTOR SHALL BE CLOSET. PROVIDE 3/4" EC AND PULL WIRE IN INSULATED WALLS STUBBED UP TO E
RESPONSIBLE FOR PROVIDING ALL ALTERATION MATERIALS AND WORK ON THE EXISTING $3 20A, 120/27TTV 3-NAY LIGHT SWITCH. LOWER CASE LETTER INDICATES CEILING. IN ALL OTHER WALLS PROVIDE PULL STRING ONLY.

BUILDING FIRE ALARM SYSTEM TO ACCOMMODATE NEW ADA FLASHING/STROBE LIGHTS. THE SNITCHING E_E_E G

ARCHITECT AND BUILDING OANER SHALL BE NOTIFIED PRIOR TO BID IF NEW SYSTEM . VE WSyt EXISTING TELEPHONE OR DATA OUTLET. PROVIDE NEA OUTLET, FACEPLATE, AND

INTERFACE/CONTROL PANEL(S) AND EXTENSIVE WIRING ARE REQUIRED TO ACCOMMODATE CABLING AS DESCRIBED ABOVE. N

THE FLASHING/STROBE LIGHT INSTALLATION. THE CONTRACTOR'S BID PRICE TO PERFORM $uv LON VOLTAGE LIGHT SNITCH R

THIS WORK SHALL BE PROVIDED AS A SEPARATE LINE ITEM WITH PROJECT BID. E U
$o DIMMER SAITCH.

|2.  THE ELECTRICAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO COMMENCING O
WORK. AND SHALL NOTIFY THE ARCHITECT AND/OR ENGINEER IF A CONDITION EXISTS WHICH
PREVENTS THE CONTRACTOR FROM ACCOMPLISHING THE INTENT OF THESE PLANS. $1 TIMER SWITCH fc_/\_ INAIRE SCHEDU Tm E D

3.  ALL CORE DRILLS IN SLAB OR CUTTING OF FIRE RATED WALLS SHALL BE RESTORED TO P 125V, 2P, 3N, GROUNDING TYPE, DUPLEX RECEPTACLE. NEMA INPUT R U
THEIR ORIGINAL FIRE RATING. PROVIDE FIREPROOFING MATERIAL TO ACCOMPLISH THE ay CONFIGURATION 5-20R. ALL SPECIALTY DUPLEX RECEPTACLES BELOW KEY DESCRIPTION VOLT. LAMPS MOUNTING NATTS NOTES E O
INTENT. ARE SIMILAR NEMA CONFIGURATION UON. MOUNT +|8"AFF UNLESS NOTED VI.

"D" INDICATES DEDICATED CIRCUIT, TYP. 2'X4' FLUORESCENT SURFACE MOUNT FIXTURE. PROVIDE EXTRA SWITCH ¢ BALLAST TO SWITCH 3 LAMPS.

4 WHERE CORE DRILLS OCCUR THE ELECTRICAL CONTRACTOR SHALL BE REGUIRED TO 'CP" INDICATES CHILD PROOF CERTIFIED RECEPTACLES, TYP. B | DoNA o Sy 120 (B 3278 SURFACE 96 1246 — - —
%wwﬁ%mmﬂmmwwm %oﬂw%%ﬁ oommoﬂwm_wmm_.zm&mm _mmmmmm_ww__zoﬁmqmw%%mzoéﬂwwx THE @o 125V, 2P, 3N, GROUND FAULT CIRCUIT INTERRUPTING DUPLEX RECEPTACLE. ® SAME AS TYPE 'A' WITH EMERGENCY BALLAST. PROVIDE EXTRA SWITCH & BALLAST TO SWITCH 3 LAMPS, 120 () F32 18 SUREACE b 12456 N L
RATED RALLS SHALL BE RESTORED To THEIR ORIGINAL FIRE AND/OR, SOKE RATINGS UBING 125V, 2P, 3N, GRONDING TYPE, GUADPLEX REGEPTACLE. NEMA (B) | 2X2 FLUORESCENT SURFACE MOWNT FIXTIRE. PROVIDE EXTRA SAITCH ¢ BALLAST TO SAITCH 3 LAMPS, 20 &) Fri T8 SURFACE 5 - ~ | O

i NFIGURATION 5-20R. +/8"AFF UNLESS OTHERWISE NOTED LITHONIA  2M-2-32-X-X-X-X-X 1246
UL APPROVED AND LABELED FITTINGS AND THROUGH-PENETRATION FIRESTOP SYSTEMS AS co : : O n
SHOAN IN THE LATEST EDITION OF THE UL FIRE RESISTANCE DIRECTORY. (@) | AV AS TYPE B NITH EMERGENCY BALLAST. PROVIDE EXTRA SITCH ¢ BALLAST TO SAITCH 3 LAMPS. 20 (3) FI1 To SURFACE m_ 12456 ) -~
% mMmcm_} %wwmﬂ.zﬂm_.m TYPE >w mﬂmﬁcﬁmn_ BY ASSOCIATED EQUIPMENT. WIRE EL ON EMERGENCY CKT BEFORE SWITCH. LITHONIA 2M-2-32-X-X-X-X-X C CD o]} Y
TRAC COORD REMEN T 48" 55 OTHERWISE NOTED.

B ECHANGAL CONTRAGTOR. DISCONKECT SNTCHES SHALL. BE FURNISHED BY DIVISION 16 IF V) SYMBOLS WITHIN A CIRCLE DENOTE ITEMS ABOVE CEILING ¢y | FLUORESCENT LIGHT |X4" FIXTURE SURFACE MOUNT. WIRE EMERGENCY BALLAST ON CKT BEFORE SAITCH 120 () F32 T8 SURFACE 32 12456 =l

NOT PROVIDED UNDER DIVISION I5. PROVIDE MOTOR STARTERS AS REQUIRED. LITHONIA VDC-1-32-PCLN-120-GEB-NL-EL or VSL-2-32-120-GEB-DL-ELDW (AS REQUIRED) ! S V N
) COMBINATION PONER/TELEPHONE/DATA/AN FLUSH FLOOR BOX. VERIFY & BATHROOM. I'X4' FLUORESCENT LIGHT AND NIGHT LIGHT. WIRE NIGHT LIGHT BALLAST ON SEPARATE SWITCH. 20 () F32 T8 SURFACE - 1246 N S

l6.  PRIOR TO SUBMITTING BIDS ON THE PROJECT, VISIT THE SITE OF THE WORK TO BECOME A LOCATION AND REQUIREMENTS WITH ONNER, ARCHITECT § STRUCTURAL LITHONIA VDC-I-32-PCLIN-120-GEB-WL-FNL or VSL-2-32-120-GEB-DL (AS REQUIRED) () F& T5 ; - U
ANARE OF THE EXISTING CONDITIONS WHICH MAY AFFECT THE COST OF THE WORK. REVIEN ENGINEER PRIOR TO INSTALLATION. REQUIRES NOMINAL 128 x 4% x 44'D “ ) E
THE SCOPE OF DEMOLITION AND NEN CONSTRUCTION. NO ADDITIONAL COSTS SHALL BE CUTOUT. PROVIDE ALL ACCESSORIES + DEVICES AS REQUIRED. ® BEDROOM FIXTURE 1'X4' SURFACE MOUNTED DIFFUSE LIGHTING 20 () 280 5 SURFACE 28 1246 o] ) O
BROUGHT UPON THE OWNER FOR LACK OF THIS REVIEW. WIREMOLD RFB4 OR EQUAL. LITHONIA AVSM-2-28T5-MDR-DLS-120-GEBIOPS \ O -— S~

J|D PONER/TELEPHONE/DATA FLUSH, FIRE-RATED POKE-THRU FOR SYSTEMS @ 4' STRIP FLUORESCENT FIXTURE. 20 (2) F32 T8 SURFACE 5q 1246 D E u @
FURNITURE FEED. VERIPY COLOR, LOCATION AND REQUIREMENTS WITH DATBRITE 12252220 R V. W S Vi Vi Vi Vi Vi Vi ¥ i Vi Vi Vi Vol b Vi Vi Vs S i i Vi Vi b
ARCHITECT ¢ STRUCTURAL ENGINEER PRIOR TO INSTALLATION. 2 \ U M n
REGUIRES 3" CORE. (T)|| SAME AS TYPE T, EXCEPT WITH BATTERY PACK v O 0
y.
© 125V, 2P, 3N, DUPLEX RECEPTACLE ON ARC-FAULT BREAKER CIRCUIT. \%%E%E%EEE O Q
’ +1B"AFF UNLESS OTHERWISE NOTED (O | EENALL RURIS- PlA-B-120-PH 120 (1) 26W CF SURFACE 26 12456 — H 3
SYSTEMS FURNITURE PONER FEED, +12" AFF & EMERGENCY LIGHTING UNITS WITH BATTERY PACK. o (2) 5.4 WEDGE BASE WALL
" LITHONIA ELM2-SD-DL © KRYPTON LAMPS @ T-6" AFF. 0.6 2456
_@ SYSTEMS FURNITURE TEL/DATA FEED, +2° AFF OUTDOOR SECURITY WALL LIGHTING UL [P64 DARK SKY APPROVED
LT 120 (2) 2ID SURFACE 52 1245
. MRIBFFL-PP-Mp\-2ID-2-120-EL -BP
@ JUNCTION BOX - CEILING MOUNTED 2 )))))))\))))\l/))\))))))
>mmmm<_ \P._l_ QZ® [J] JUNCTION BOX - FLOOR MOUNTED LT-| | SAME AS TYPE LT, EXCEPT WITH REMOTE BATTERY PACK \v
N/ N/ N N N N NN N N NN N N N NN NN NN~
\ \ ACENTH B
2O ~INCTION BOX - HALL MOUNTED @ | DIRECTION AS INDICATED WITH BATTERY PACK. 120 RED LED FURNISHED AS INDICATED q 2456
McPHILBEN ER55L SERIES WITH FIXTURE
AC AIR CONTROL MCB MAIN CIRCUIT BREAKER UNDERCABINET LIGHTING. SURF
AT AMPERE TRIP UC | [\ THONIA UC-33K-120-LPHA-VALREF213-5R 120 B & IS TS WARM NHITE ACE 2 24
MDP MAIN DISTRIBUTION PANEL S MOTOR RATED SNITCH
AP AMPERE FRAME MH MOUNTING HEIGHT "
AFF ABOVE FINISHED FLOOR "o MAN LUGS OnL 7 NOTES:
AFG ABOVE FINISHED GRADE o SAFETY DISCONNECT SNITCH. NOTE INDICATES AMPS/POLES/FUSE/TYPE. . ALL FLUORESCENT FIXTURES SHALL BE PROVIDED WITH ELECTRONIC BALLAST(S).
ANG AMERICAN WIRE GAGE MOCP MAXIMIM OVERCURRENT PROTECTION 30/3/NF/wp  NP=NON-FUSED WP=NEMA -SR 2. PROVIDE ALL FIXTURES WITH TRIM, ACCESSORIES AND MOUNTING HARDWARE AS REQUIRED
MT6 MOUNTING . \ .
Mm Mwmzhr__._wmmm%mm N NELTRAL < 3. ALL LAMPS SHALL BE 82 CRI MINIMUM.
MOTOR STARTER
KT CIRCUIT NFSS NON-FUSED SAFETY SWITCH 4. VERIFY TRIM, ACCESSORIES AND FINISHES WITH ARCHITECT PRIOR TO ORDERING.
OFcCl OWNER FURNISHED, CONTRACTOR
P CHILD PROTECTED NeTalLED 120/208V PANEL BOARD 5. PROVIDE EGRESS FIXTURES AS SHOWN ON DRAWINGS WITH EMERGENCY BATTERY PACK. S
EC EMPTY CONDUIT # NUMBER 6. ALL CEILING FIXTURES SHALL BE SURFACE MOUNTED TO PRESERVE FIRE RATING OF CEILING DRYWALL. SUITE 640
RESTON, VIRGINIA 20191
EMT EMPTY CONDUIT P POLE OR PHASE v 271/480V PANEL BOARD 1. _USE POLE MOUNTED LIGHT AS TE_TO LT IF_ REQUESTED BY ARCHITEC
ESB ENERGY SAVING BALLAST L PANELBOARD Fax: 703-264-0733
arr QUANTITY . REFER TO ARCHITECTURAL DRAWINGS FOR EXACT LOCATION OF WALL MOUNTED LIGHTING FIXTURES.
EPO A.V DRANING KEY NOTE, NOTE #| INDICATED A A AAAAAAAAAAAAATATATATAS WWW.ARCHINC.COM
EMERGENCY PONER OFF REC RECESSED 703-476-3900
(E) EXISTING RTU ROOF TOP UINIT @ %“%“mmm womm_mwﬂwm_oz\ TYPE "A" INDICATED. SEE E40| FOR
EF ELECTRIC FAN
RECEP  RECEPTACLE
ENC ELECTRIC WATER COOLER
= TELEPHONE LP2B-12)4/6 PANEL DESIGNATION AND CIRCUIT BREAKER DESIGNATION GENERAL NOTES «m.\ ONT] ZCWUV GENERAL NOTES «O ONT] ZCWUV
EAH BLECTRIC WALL HEATER UON UNLESS OTHERWISE NOTED Proi. No.:
roj. No.:
FLA FULL LOAD AMPS . o HOMERUN TO SWITCH DEVICE
Fas FUSED SAFETY SAITCH 7. CONTRACTOR SHALL PROVIDE AND PAY FOR ALL ELECTRICAL SERVICE PRIMARY 2l. BUILDING WILL REMAIN IN OPERATION AND ELECTRIC SERVICE MUST BE MAINTAINED 27065.01
v VOLTAGENOLTS BRANCH CIRCUIT CONCEALED IN WALL OR CEILING. | #2 PHASE, | #12 AND SECONDARY CONDUITS AND FEEDERS AND TRANSFORMERS. OANER WILL ONLY DURING THE RENOVATION. OUTAGES SHALL BE LIMITED TO 4 HOURS AND
6Fl, 6FCl  GROUND FALLT INTERRUPTER W WIRE OR WATTS NEUTRAL AND | #12 6ND. (UON,) GROUNDED BRANCH CIRCUIT NIRING. BE RESPONSIBLE FOR ELECTRICAL CONNECTION FEE. COORDINATED WITH OANER AT LEAST ONE AEEK IN ADVANCE. CONTRACTOR SHALL
GND GROUND WP NEATHERPROOF NUMBER OR CROS5 MARKS INDICATES NUMBER OF WIRES. NUMBER PROVIDE A TEMPORARY PONER SOURCE IF NECESSARY TO LIMIT OUTAGES TO 4 Sheet Contents:
ADJACENT TO HASH MARKS INDICATES WIRE SIZE WHEN OTHER THAN #12. 18. CONTRACTOR SHALL PROVIDE A COMPLETE CATV SYSTEM INCLUDING COAX CABLING HOURS OR LESS.
HP HORSEPONER
XFMR TRANSFORMER AND OUTLETS. OWNER WILL ONLY BE RESPONSIBLE FOR UTILITY CONNECTION FEE.
HPF Hiet PORER FACTOR (D) DEMOLITION BRANCH CIRCUIT CONCEALED IN CEILING AND/OR WALL. #2 AWG ELECTRICAL
[ [SOLATED GROUND (ER) EXISTING TO REMAIN UNLESS NOTED OTHERWISE ON THE PLANS. DASHED LINE INDICATES 4. COORDINATE ACTUAL PONER AND CONTROL PONER REQUIREMENTS FOR ALL
K KELVIN BRANCH CIRCUIT RUN IN CEILING SPACE OF FLOOR BELOW. EQUIPMENT WITH MANUFACTURER BEFORE INSTALLATION, SIEK PROJHOTIS001 COVER SHEET
KN KILONATT SUBSCRIPTIONS: 20. SEE DEMOLITION DRANING DI.| FOR AREAS BEING DEMOLISHED AS PART OF THIS :
KVA KILO-VOLT AMPS £ EXISTING LUMINAIRE OR DEVICE TO REMAIN IN PROJECT. REMOVE ALL RECEPTACLES, SNITCHES, AND LIGHT FIXTURES IN THESE Klin gemann
EXISTING LOCATION AREAS AND REMOVE FEEDERS BACK TO SERVING PANEL.
S3E Klingemann, Inc.
N NEW DEVICE g “
8001 Braddock Road m C Qﬂmu \Dﬁm ZOJMMU
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Springfield, Virginia 22151
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